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EPOXY CR B-T

100% SOLIDS, MOISTURE-INSENSITIVE, PROTECTIVE EPOXY COATING

DESCRIPTION

EPOXY CR B-T is a two-component, moisture-insensitive,

protective epoxy coating that is solvent free and 100% solids.

This product forms a high build protective coating with a glossy,

hardened finish that is water, oil, and chemical resistant.

EPOXY CR B-T is also insensitive to chloride ions. EPOXY CR

B-T is pigmented with inert, integral pigments to distinguish

between base coat and top coat.

APPLICATIONS

EPOXY CR B-T is much more than paint – this high-tech product

provides a structural, high build, protective coating for concrete,

masonry, and steel surfaces. EPOXY CR B-T can be used both

indoors and outdoors to dampproof, waterproof, protect splashzones, and resist damage from sources such as wind-driven

rain, chemicals, and graffiti. EPOXY CR B-T is also ideal for

coating rebar before patching to protect the steel from corrosion.

ADVANTAGES

▪ Non-sag consistency for horizontal and vertical installations

▪ Moisture-insensitive formula allows curing in dry, damp, and

water saturated environments

▪ Withstands freeze-thaw conditions

▪ High bond and adhesion

▪ No amine blush, 100% reactive

▪ Color coded for ease of use

▪ Sand may be added for textured finishes

▪ Tack free in 4 hours. Initial cure in 8 hours. (75°F)

COMPLIANCES

▪ ASTM C881 (Type VII. Grade 2. Class D, E & F.)

▪ USDA approved

▪ VOC compliant, 0 g/L

PACKAGING

2-gallon unit

▫ Component A: (1) 1-gallon can

▫ Component B: (1) 1-gallon can

10-gallon unit

▫ Component A: (1) 5-gallon pail

▫ Component B: (1) 5-gallon pail

Appearance of Components: EPOXY CR base coat (B) and top

coat (T) are each sold separately.

EPOXY CR B (base coat): A - Clear, B - Red

EPOXY CR T (top coat): A - Clear, B - Medium Gray

Shelf Life: 12 months in original unopened container

Storage: 50°F to 90°F in dry and dark conditions

Temperature Considerations: IMPORTANT! Epoxy resins are

temperature sensitive and care should be taken to condition all

components to between 60°F to 85°F for a minimum of 24 hrs.

prior to mixing and placement. To obtain the desired set times,

condition the components toward the high side of this range for

colder temperature applications and condition the components

toward the low side of this range for warmer temperature

applications. Temperatures colder than stated range increase

viscosity of resins and inhibit mixing and flow of materials.

Temperatures warmer than stated range decrease viscosity of


resins, hasten the cure and reduce the working time. Mixing and

curing at less than ideal temperatures, <60°F or >95°F, will

require special considerations. Contact an AQUAFIN

representative for applications requiring special considerations.

COVERAGE

Thickness

16 mils

12 mils

8 mils

4 mils


Coverage

100 sq. ft. / gal.

150 sq. ft. / gal.

200 sq. ft. / gal.

250 sq. ft. / gal.


CURE TIME

Tack Free: 4 hours

Initial Cure: 8 hours

Final Cure: 7 days

INSTALLATION

Surface Preparation: Follow ACI 503 recommendations

CONCRETE: Clean surface by shot-blasting or sandblasting to

create a bonding profile and to remove curing compounds and

all contaminants (dirt, oil, grease, laitance, etc.) creating an ICRI

profile of CSP-5. Remove dust and debris by blowing off with oilfree compressed air.

STEEL: Sand blast, cleaned and prepped to SSPC-SP10 finish

with a 4 mil minimum profile.

Test Before Placement: Wet or damp areas, expansion joints,

control joints, joint sealants, floor drains, and floor termination

joints require special attention. Test first to verify that EPOXY

CR B-T will adhere as needed.

Mixing: Blend each component and then combine into a clean

container at a 1:1 ratio by volume. Mechanically mix component

A with component B 1:1 by volume with Jiffy type mixer and lowspeed variable drill at 300 rpm for 3-5 minutes, depending on

product temperature. Mix only the quantity that can be used

within its gel time.

Placement: Apply with 3/8” – 7/16” nap roller, brush, or proper

spraying equipment. Two coats at 4-8 mils, allow each coat to

become tack free before applying next coat. If applying

subsequent coats after 24 hours, the cured epoxy should be

scuffed or abraded prior to re-coating.

LIMITATIONS

▪ For professional use only

▪ Do not thin with solvents

▪ Concrete must be a minimum of 3-4 weeks old before coating.

▪ Substrate temperature should be 50°F and rising.

▪ Test for hydrostatic pressure prior to application in wet or

damp locations. Moisture passing through the substrate can

cause bond failure.

▪ Due to ultraviolet light, epoxy coatings will eventually yellow

slightly and lose some gloss over time.

▪ EPOXY CR B-T forms a vapor barrier after cure.

▪ Do not use EPOXY CR B-T that has exceeded its shelf life.

▪ Consult AQUAFIN representative when mixing or placing

outside of the temperature recommendations listed.
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CLEAN UP

EQUIPMENT: Uncured material can be removed with CClean100 or approved solvent. Cured material can only be

removed mechanically. Do not let EPOXY CR B-T set up on

surfaces that are not to be coated.

MATERIAL: Collect with absorbent material. Flush area with

water. Dispose of in accordance with local, state and federal

disposal regulations.

CAUTIONS

READ SDS PRIOR TO USING PRODUCT!

▪ Component A: Irritant

▪ Component B: Corrosive

▪ Product is a strong sensitizer. Use of safety goggles and

chemical resistant gloves are recommended.

▪ Use in a well-ventilated area and avoid breathing vapors

▪ Use of a NIOSH/MSHA organic vapor respirator is

recommended if ventilation is inadequate.

▪ Avoid contact with skin, eyes, and clothing

▪ Do not take internally

▪ Keep out of reach of children


WARRANTY

This product is warranted and guaranteed to be of good quality.

Manufacturer, as its sole and exclusive liability hereunder, will

replace material if proved defective. This warranty and

guarantee are expressly in lieu of all others, express or implied,

including any implied warranty of merchantability or fitness for a

particular purpose and may not be extended by representatives

or any persons, written sales information, or drawing in any

manner whatsoever. While the manufacturer recommends uses

for the product based on tests believed reliable, no warranties,

express or implied, or guarantees can be given as to particular

methods of use or application, nor can performance be

warranted, expressly or impliedly, or guaranteed under special

conditions.

Distributors,

salespersons

or

company

representatives are not authorized to extend or vary any

warranties or guarantees beyond those outlined herein, nor may

the manufacturer’s or seller’s limitation of liability be waived or

altered in any manner whatsoever.


FIRST AID

EYE CONTACT: Rinse eyes immediately with large amounts

of water for several minutes, especially under the eyelids. Seek

medical treatment by eye specialist.

RESPIRATORY CONTACT: Move to fresh air in case of

accidental inhalation of vapors or decomposition products. In

the event of symptoms refer for medical treatment.

SKIN CONTACT: Wash off immediately with soap and plenty

of water. Consult a doctor if skin irritation persists.

IF INGESTED: Do not induce vomiting. If swallowed give water

to drink. Seek medical treatment immediately.

GENERAL: Remove contaminated soaked clothing

immediately. In the event of persistent symptoms receive

medical treatment.

CURED EPOXY RESINS ARE INNOCUOUS.
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