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An AQUAFIN Brand Product


Technical Datasheet


Instant Asphalt™


WATER ACTIVATED, PERMANENT ASPHALT REPAIR MATERIAL 4.0, 6.0 & 9.0

CSI Div. 32

32 01 13.62 Asphalt Surface Treatment


Material Specifications:


LEED Points

MR Credit 5.1, Regional Materials..........................Up to 2 Points

IEQ Credit 4.2, L ow-Emitting Materials Paints and Coatings...1 Point

Using this AQUAFIN product can help contribute to LEED certification of projects in the

categories shown above.


General Charateristics:

Instant Asphalt is a high performance, permanent, all climate and planet

friendly, cold mix asphalt repair material. Instant Asphalt is a reactive,

plant oil based asphalt repair material that requires only water and

compaction to provide a permanent asphalt repair. Instant Asphalt is as

fast and convenient to apply as cold patch, while offering the durability of

hot mixed asphalt. Instant Asphalt is free of solvents and volatile organic

compounds (VOC’s), and can be applied in ambient temperatures of

0°F–120°F.

Typical Applications:

Instant Asphalt is an ideal repair material, suitable for permanent repairs of

potholes and distressed asphalt on bridges, highways, driveways, runways,

taxiways, parking aprons, utility and storm water applications, parking lots

and more.

Site Preparation:

• Remove all loose material; debris and standing water from area to be

repaired.

• Square-up the sides of the patch area until vertical sides exist in reasonably

sound pavement.

Placement Instructions:

• To ensure performance, read all instructions prior to using.

• PLACE Instant Asphalt in pothole or repair area and level material with

a rake or trowel to stand approximate ½” above grade per 1” depth of

material.

• Important: SATURATE leveled material with approximate 0.5 gallon (1.9 L)

of water per each 50 lb (22.7 kg) unit, prior to compaction.

• COMPACT to a smooth surface with a hand tamper, vibratory plate

or roller. Fill voids or low spots with additional material, saturate, and

compact.

• Self-curing.

Instant Asphalt 6.0 & 9.0

• Repair areas in lifts of a maximum of 3”, and a minimum of 1”. Always,

Place, Saturate, and Compact for each lift of material.

• When applying in a confined area, open to traffic immediately.

• When applying as an overlay, wait 60 minutes before opening to traffic.


AGGREGATES: All of the aggregate materials are crushed granite and

are from an approved Virginia DOT source. All of the aggregate materials

are from a nonpolishing source and have the following properties:

ASTM C-127, 128	

Specific Gravity 3.0% Max.

Gradation Analysis:

Sieve Sizes


4.0 (1/8”)

% Passing


6.0 (1/4”)

% Passing


1/2” Sieve


100


100


100


3/8” Sieve


100


100


85-100


#4 Sieve


96-98


85-100


35-60


#8 Sieve


73-80


20-55


15-35


#16 Sieve


48-57


12-32


14-25


4-9


3-6


3-6


#200 Sieve


9.0 (3/8”)

% Passing


BINDER: This material is a planet friendly plant based binder with bitumen

which is a naturally occurring organic byproduct of organic materials and

represents a total weight of approximately 5-9% of the finished product.

This binder is a proprietary liquid and contains natural rape seed oil which

improves stability and is a renewable natural raw material.

Additional Physical Properties

When placed in confined areas Instant Asphalt may be opened

to traffic immediately after compaction. In unconfined areas best

performance will be realized if waiting one hour prior to opening to

traffic. If sealing or paving with a layer of hot applied material is desired,

wait 24 hours for the material to fully cure.

Volume Yield per 50 lb (22.7 kg) Unit


0.41 ft3 (0.012 m3)


Instant Asphalt 4.0

• Use for repairing cracks, joints and applying thin overlays.

• When applying as a thin overlay, apply at depths of 1/4” to a maximum

of 1-1/2” per lift.

• When applying in cracks or joints, ensure the material is saturated and

then thoroughly compacted within the crack or joint.

• When applying in a confined area, open to traffic immediately.

• When applying as a thin overlay, wait 60 minutes before opening to

traffic.

• Clean Up: Use automotive hand cleaners to remove material from hands.

Use vegetable oil based materials (butter) to gently remove material from

facial areas. Clean tools with mineral spirits or vegetable oil.

For special conditions or applications below 32°F contact Aquafin Technical

Services.


Check our website for the latest version of the Technical Datasheet.

www.aquafin.net • www.pavemend.com
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Instant Asphalt

Packaging:

PACKAGING: 50 lb (22.7 kg) bucket

Available Grades:

• Instant Asphalt 4.0 (1/8” Aggregate)

GSA P/N: C1400

• Instant Asphalt 6.0 (1/4” Aggregate)

GSA P/N: C1300

• Instant Asphalt 9.0 (3/8” Aggregate)

GSA P/N: C1350

 torage & Shelf Life:

S

• 1 year in unopened buckets when stored in cool, dry conditions. Avoid

direct sunlight and exposure to freezing conditions.

• Once the seal has been broken on a unit, reseal material that has not

been removed from the pails or exposed to water as quickly as possible.

Use opened pails within a month of the date the original seal was broken.


LIMITED WARRANTY: AQUAFIN, INC. warrants this product for a period of one year

from the date of installation to be manufactured free of defects and to be consistent

with its technical properties as stated in our current Technical Data Sheet. This product

must be used as directed and within its stated shelf life. AQUAFIN INC. will replace

or at our discretion refund the purchase price of any product, excluding cost of labor,

which is proven to be defective. Our product recommendations are based on industry

standards and testing procedures. It is the buyer’s obligation to test the suitability of

the product for an intended use prior to using it. We assume no warranties written,

expressed or implied as to any specific methods of application or use of the product.

AQUAFIN INC. MAKES NO WARRANTY AS TO MERCHANTABILITY OR

FITNESS FOR A PARTICULAR PURPOSE AND THIS WARRANTY IS IN LIEU OF ALL

OTHER WARRANTIES EXPRESS OR IMPLIED. AQUAFIN, INC. shall not be liable

for damages of any sort including remote or consequential damages, down time, or

delay. Any claim for a defectiveproduct must be filed within 30 days of discovery of a

problem, and must be submitted with written proof of purchase.


For Professional Use Only.


Note:

Installer is responsible for proper product application. Site visits by Aquafin

personnel or representatives are solely for the purpose of making technical

recommendations, not for providing supervision or quality control.

Safety:

Refer to Safety Data Sheet (SDS). The use of a dust mask, safety goggles

and gloves is recommended. This document does not purport to address all

of the safety concerns, if any, associated with its use. It is the responsibility of

the user of this document to establish appropriate safety and health practices

and to determine the applicability of regulatory limitations prior to use.

Dispose of water and materials in accordance with Federal, State and Local

regulations. Keep out of the reach of children.


Check our website for the latest version of the Technical Datasheet.
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